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1
METHOD AND APPARATUS FOR
RECEIVING SIGNALS IN A MIMO SYSTEM
WITH MULTIPLE CHANNEL ENCODERS

CROSS REFERENCE TO RELATED
APPLICATION

This is a continuation of U.S. patent application Ser. No.
13/854,774, filed Apr. 1, 2013 and entitled “Method and
Apparatus for Receiving Signals in a MIMO System with
Multiple Channel Encoders,” which is a continuation of U.S.
patent application Ser. No. 12/543,363, now U.S. Pat. No.
8,411,806, filed Aug. 18, 2009, entitled “Method and Appa-
ratus for Receiving Signals in a MIMO System with Multiple
Channel Encoders,” which claims the benefit of U.S. Provi-
sional Patent App. No. 61/093,863, entitled “High Perfor-
mance Receiver for MIMO System with Multiple Channel
Encoders,” filed Sep. 3, 2008. The disclosures of all of the
above applications are hereby expressly incorporated herein
by reference.

FIELD OF TECHNOLOGY

The present disclosure relates generally to Multiple-Input-
Multiple-Output (MIMO) systems and, more particularly, to
a receiver in a MIMO system with multiple encoders.

BACKGROUND

An ever-increasing number of relatively inexpensive, low
power wireless data communication services, networks and
devices have been made available over the past number of
years, promising near wire speed transmission and reliability.
Various wireless technology is described in detail in the Insti-
tute for Electrical and Electronics Engineers (IEEE) 802
Standards, including for example, the IEEE Standard 802.11a
(1999) and its updates and amendments, the IEEE Standard
802.11g (2003), and the IEEE Standard 802.11n now in the
process of being adopted, all of which are collectively incor-
porated herein fully by reference. These standards have been
or are in the process of being commercialized with the prom-
ise of 54 Mbps or higher data rate, making them a strong
competitor to traditional wired Ethernet and the more com-
mon “802.11b” or “WiFi” 11 Mbps mobile wireless transmis-
sion standard.

Some wireless communication systems utilize multiple
transmit antennas and multiple receive antennas to increase
the number of signals which may be propagated in the com-
munication system and/or to compensate for deleterious
effects associated with the various propagation paths, and to
thereby improve transmission performance. Such a system is
commonly referred to as a multiple-input, multiple-output
(MIMO) wireless transmission system and is specifically pro-
vided for within the IEEE 802.11n Standard now being
adopted. Further, the 802.16 standard, or WiMAX, applies to
cell-based systems and supports MIMO techniques. Gener-
ally speaking, the use of MIMO technology produces signifi-
cant increases in spectral efficiency and link reliability of
wireless communication systems, and these benefits gener-
ally increase as the number of transmit and receive antennas
within the MIMO system increases.

A MIMO channel formed by the various transmit and
receive antennas between a particular transmitter and a par-
ticular receiver includes a number of independent spatial
channels. As is known, a wireless MIMO communication
system can provide improved performance (e.g., increased
transmission capacity) by utilizing the additional dimension-
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alities created by these spatial channels for the transmission
of'additional data. However, instead of using all of the various
different transmit and receive antennas to form separate spa-
tial channels on which additional information is sent, better
transmission and reception properties can be obtained in a
MIMO system by using at least some of the various transmit
antennas of the MIMO system to transmit the same signal
while phasing (and amplifying) this signal as it is provided to
the various transmit antennas to achieve beamforming or
beamsteering. Generally speaking, beamforming or beam-
steering creates a spatial gain pattern having one or more high
gain lobes or beams (as compared to the gain obtained by an
omni-directional antenna) in one or more particular direc-
tions, while reducing the gain over that obtained by an omni-
directional antenna in other directions. If the gain pattern is
configured to produce a high gain lobe in the direction of each
of the receive antennas, the MIMO system can obtain better
transmission reliability between a particular transmitter and a
particular receiver, over that obtained by single transmitter-
antenna/receiver-antenna systems.

In some MIMO communication systems, multiple bit
streams may be encoded for transmission via the MIMO
channel using multiple channel encoders, and a single
receiver may receive and decode the multiple encoded bit
streams. For example, a single transmitter, such as within a
user device or a base station, may include multiple channel
encoders, and a single receiver may receive and decode the
transmissions from the single transmitter. As another
example, a plurality of transmitters, such as distributed
among a plurality ofuser devices, may each include a channel
encoder, and a single receiver, such as a base station, may
receive and decode the transmissions from the plurality of
transmitters.

FIG.1is ablock diagram of a prior art MIMO receiver 100
for receiving and decoding transmissions from I channel
encoders, where L is an integer greater than or equal to two.
The receiver 100 receives R signals y, [m], y,[m], ..., yz[m],
corresponding to R receive antennas, where R is an integer
greater than or equal to L. The R signals y,[m], y,[m], . . .,
yzlm] carry information from S spatial streams, where
R=SzL.. A MIMO maximum likelihood (ML) demodulator
104 generally uses the R signals y,[m], y,[m], . . ., yx[m] to
generate a log likelihood ratio (LLR) indicating the likeli-
hood that a bit is a zero and the likelihood that the bit is one,
for each bit in each of the S spatial streams. For example, an
LLR of zero may indicate an equal probability that the bit is
aone or a zero. On the other hand, as the LLR increases in the
positive direction, this may indicate increasing likelihood that
the bit is a one. Similarly, as the LLR increases in the negative
direction, this may indicate increasing likelihood that the bit
is a zero. Thus, the output of the MIMO ML demodulator 104
is S signals, each signal comprising L.LR values.

A spatial stream to layer de-mapper generally maps the S
signals from the MIMO ML demodulator 104 corresponding
to the S spatial streams to L. signals corresponding to the L
layers. The receiver 100 also includes a deinterleaver 112 and
a decoder 116 for each layer. The deinterleaver 112 reverses
a known bit interleaving process performed at the channel
encoder. The decoder 116 generally uses the LLR values to
decode the signal into a bit stream corresponding to the layer.

As is known, calculating the LLR of a given bit may require
a calculation of |ly-Hx|* for every constellation point in the
constellation set in order to determine the smallest distance,
wherey is a vector corresponding to y, [m], y,[m], . .., yz[m],
H is an estimate of the MIMO channel, X is a transmit signal
vector candidate corresponding to y. Moreover, if there are
multiple streams, a calculation of |ly-Hx|]* may be required



US 9,071,295 B1

3

for every constellation point for every stream. Therefore, if
the receiver 100 receives S streams, for example, and each
stream 1is represented by W bits and modulated using an
M-QAM scheme (where M=2W), the receiving device 100
may need to perform M*S calculations of |ly-Hx| to
demodulate the received S streams.

FIG. 2 is a block diagram of another prior art MIMO
receiver 150 for receiving and decoding transmissions from L,
channel encoders. The MIMO receiver 150 includes L layer
receivers 154 and L-1 interference cancellers 158. The first
layer receiver 154a processes the R signals y,[m],
yo[m], . . ., yx[m] to demodulate and decode the first layer
signal. The first layer interference canceller 158a then re-
encodes and re-modulates the output of the receiver 154a to
estimate the components of y,[m], y,[m], .. ., yg[m] due to
the first layer information. Then, the interference canceller
158a subtracts the estimated components due to the first layer
from y,[m], y,[m], . . ., ygx[m]. Thus, the interference can-
celler 158a attempts to subtract out the interference of the first
layer with respect to layers 2 through L.

The second layer receiver 1545 processes the R signals
output from the first interference canceller 158a to demodu-
late and decode the second layer signal. The second layer
interference canceller 1585 then re-encodes and re-modulates
the output of the receiver 1545 to estimate the components of
y,[m], y,[m], ..., yxz[m] due to the second layer information.
Then, the interference canceller 1585 subtracts the estimated
components due to the second layer from the output of the
first interference canceller 158a. Thus, the interference can-
celler 1585 attempts to subtract out the interference of the
second layer with respect to layers 3 through L. The same
technique continues until the L-th layer receiver 1544 pro-
cesses the R signals output from the (L.-1)-th interference
canceller 158¢ to demodulate and decode the L-th layer sig-
nal.

FIG. 3 is a block diagram of a receiver 154 and an inter-
ference canceller 158 of FIG. 2, for an n-th layer. The receiver
154 comprises a MIMO linear equalizer 162 that receives R
signals y,'[m], y,'[m], . . ., yx[m] from an interference can-
celler for the (n-1)-th layer. The MIMO linear equalizer 162
outputs S, signals corresponding to the S, spatial streams for
the n-th layer. A demapper 166 generally demaps the S,
signals into a single stream of modulated symbols corre-
sponding to the n-th layer. An LLR calculator 170 calculates
LLR values corresponding to the modulated symbols. A
deinterleaver 174 reverses a known bit interleaving process
performed at the channel encoder. A decoder 178 generally
uses the LLR values to decode the signal into a bit stream
corresponding to the n-th layer.

The interference canceller 158 includes an encoder 182, an
interleaver 184, and a modulator 186 that generally attempt to
recreate encoding, interleaving and modulation performed by
the channel encoder at the transmitter. A mapper 188 maps the
modulated symbols output by the modulator 186 into the S,
spatial streams for the n-th layer. A mapper 190 maps the S,
spatial streams to T transmit antenna signals. Thus, the map-
per 188 and the mapper 190 attempt to recreate mapping
functions performed at the transmitter. A matrix multiplier
192 multiplies the T signals by a MIMO channel estimate H.
A subtractor 194 subtracts the output of the matrix multiplier
192 from the signals y,'[m], y,'[m], . . . yz'[m].

SUMMARY

In one embodiment, a method involves decoding a plurality
of information streams corresponding to a plurality of layers,
the plurality of information streams transmitted via a multiple
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4

input multiple output (MIMO) communication channel. The
method includes processing a plurality of received signals to
decode information corresponding to a first layer transmitted
via at least one first spatial stream, and generating a plurality
of modified received signals using (i) the decoded informa-
tion corresponding to the first layer and (ii) the plurality of
received signals. The method also includes generating bit
metric values for a second layer using MIMO maximum
likelihood (ML) demodulation and using the plurality of
modified received signals and channel and modulation infor-
mation for interfering signals, wherein the second layer is
transmitted via at least one second spatial stream, and
wherein the at least one second spatial stream was modulated
separately from the at least one first spatial stream. The
method further includes decoding information corresponding
to the second layer using the generated bit metric values.

The method optionally may include one or more of the
following features.

Generating the bit metric values for the second layer may
comprise generating bit metric values corresponding to a
plurality of spatial streams. The method may further include
de-mapping the plurality of spatial streams to a single stream
of bit metric values prior to decoding, de-interleaving the bit
metric values prior to decoding, or pre-processing the plural-
ity of modified received signals for space-time coding.

The method optionally may include performing a first
matrix decomposition on a channel matrix, and preprocessing
the plurality of received signals with information from the
first matrix decomposition. The channel matrix may be pre-
processed with information from the first matrix decomposi-
tion to generate a first modified channel matrix, wherein the
plurality of modified received signals are generated using the
first modified channel matrix. The method may further
include performing a second matrix decomposition on the
first modified channel matrix. The plurality of modified
received signals may be preprocessed with information from
the second matrix decomposition, and the first modified chan-
nel matrix may be processed with information from the sec-
ond matrix decomposition to generate a second modified
channel matrix, wherein the MIMO ML demodulation uses
the second modified channel matrix.

In another embodiment, a successive interference cancel-
lation receiver is for receiving a plurality of information
streams transmitted via a multiple input multiple output
(MIMO) communication channel, the plurality of informa-
tion streams corresponding to a plurality of layers. The suc-
cessive interference cancellation receiver comprises a first
layer receiver to demodulate and decode a plurality of
received signals to decode information corresponding to a
first layer transmitted via at least one first spatial stream. The
successive interference cancellation receiver also comprises
an interference canceller to cancel interference due to the first
layer from the plurality of received signals to generate a
plurality of modified received signals. Additionally, a second
layer receiver to demodulate and decode the plurality of
modified received signals to decode information correspond-
ing to a second layer, wherein the second layer is transmitted
via at least one second spatial stream, wherein the at least one
second spatial stream was modulated separately from the at
least one first spatial stream. The second receiver includes a
MIMO maximum likelihood (ML) demodulator to generate
bit metric values for the second layer using (i) the plurality of
modified received signals, and (ii) channel and modulation
information for interfering signals, and a decoder to generate
information corresponding to the second layer using the bit
metric values.



US 9,071,295 B1

5

The successive interference cancellation receiver option-
ally may include one or more of the following features.

The second layer receiver may include a pre-processor for
space-time coding. The second layer receiver may include a
MIMO equalizer. The second receiver may include a spatial
stream de-mapper to de-map the bit metric values. The second
receiver may include a deinterleaver to deinterleave the bit
metric values. The first receiver may include a MIMO ML
demodulator to generate bit metric values for the first layer
using the plurality of received signals and channel and modu-
lation information for interfering signals, and a decoder to
generate the information corresponding to the first layer using
the bit metric values generated by the MIMO ML demodula-
tor of the first receiver.

In yet another embodiment, another successive interfer-
ence cancellation receiver is for receiving a plurality of infor-
mation streams transmitted via a multiple input multiple out-
put (MIMO) communication channel, the plurality of
information streams corresponding to a plurality of layers.
The successive interference cancellation receiver comprises a
plurality of layer receivers, each layer receiver to demodulate
and decode a respective plurality of input signals to obtain
information corresponding to a respective one of the plurality
of layers, wherein each layer in the plurality of layers is
transmitted via at least one respective spatial stream, and
wherein each spatial stream was modulated separately from
each other spatial stream. Additionally, the successive inter-
ference cancellation receiver comprises at least one interfer-
ence canceller, each interference canceller to receive an out-
put from a respective one of the plurality of layer receivers
and to cancel interference from the plurality of input signals
to the respective one of the plurality of layer receivers, the
interference due to a respective one of the plurality of layers.
At least one of the plurality of layer receivers comprises a
MIMO maximum likelihood (ML) demodulator to generate
bit metric values for the respective layer using (i) a plurality of
signals generated from one of the interference cancellers, and
(i1) channel and modulation information for interfering sig-
nals, and a decoder to generate information corresponding to
the respective layer using the bit metric values.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a prior art multiple-input,
multiple-output (MIMO) maximum likelihood (ML)
receiver;,

FIG. 2 is a block diagram of a prior art successive interfer-
ence cancellation receiver;

FIG. 3 is a block diagram of a receiver and an interference
canceller of the successive interference cancellation receiver
of FIG. 2;

FIG. 4 is block diagram of an example model of a MIMO
communication system employing multiple channel encod-
ers;

FIG. 5 is a block diagram of an example successive inter-
ference cancellation receiver that utilizes MIMO ML tech-
niques;

FIG. 6 is a block diagram of an example pair of a MIMO
ML receiver and an interference canceller of the successive
interference cancellation receiver of FIG. 5;

FIG. 7 is a block diagram of an example MIMO ML
receiver that may be utilized with the successive interference
cancellation receiver of FIG. 5; and

FIG. 8 a block diagram of another example MIMO ML
receiver that may be utilized with the successive interference
cancellation receiver of FIG. 5.
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6
DETAILED DESCRIPTION

FIG. 4 is a block diagram of a model 250 of a MIMO
transmission system that includes L. channel encoders 254,
where L is an integer greater than or equal to two. The L
channel encoders 254 may be included within a single trans-
mitter, such as within a user device or a base station, or
distributed among a plurality of transmitters such as among a
plurality of user devices. Each channel encoder 254 receives
a bit stream corresponding to one of the L layers and encodes
the bit stream into a stream of channel symbols such as
quadrature amplitude modulation (QAM) symbols, phase
shift keying (PSK) symbols, etc. Each bit stream may be
referred to as a layer, and thus the model 250 includes L
layers. Each channel encoder 254 may include a bit encoder
258, an interleaver 262, and a modulator 266. The bit encoder
258 generally applies an encoding process to the information
bits. The encoding process may be a forward error correction
encoding process, for example. The interleaver 262 applies an
interleaving process to the output of the bit encoder 258. The
interleaving process 262 may help to mitigate burst errors, for
example. The modulator 266 modulates the bit stream output
of the interleaver 262 to generate modulated symbols. Any
suitable modulation technique, including known modulating
techniques, may be utilized. For example, QAM, M-QAM,
PSK, binary PSK (BPSK), amplitude modulation, frequency
shift keying (FSK), etc., may be utilized.

A mapping unit 270 generally maps each output of the
channel encoders 254 to one or more spatial streams, to
generate a total number of S spatial streams, x,;[m],
X,[m], ..., xJm], where m is a time index. Alternatively, m
may represent a frequency index or any transmission oppor-
tunity. In particular, mapping unit 270 maps the output of the
n-th channel encoder 254 to S,, spatial streams, where

L

an=s.

n=1

In other words, the mapping unit 270 maps modulated sym-
bols to spatial streams. The mapping unit 270 may be mod-
eled as matrix multiplication.

The spatial streams are provided to an effective MIMO
channel H (274). The effective channel 274 includes a MIMO
precoding block 278 that maps the S spatial streams to T
transmit signals X, [m], X,[m], ..., %X {m], where T is anumber
oftransmit antennas. The MIMO precoding block 278 may be
modeled as a matrix P. The T transmit signals are transmitted
via a MIMO channel H (282). The received signals, y,[m],
y,[m], . .., yg[n], where R is a number of receive antennas,
may be modeled as the output of the effective channel 274
with additive noise such as circularly symmetric Gaussian
noise:

y=Hx+z, (Equation 1)
where
bJ1 hiy a2 oo s X1 21
Y2 hay ha .. s X2 22
y=|. H= . . . k= z=| .
YR hr1 hr2 ... hRs Xs ZR

in which y represents, in vector form, the received signals
y,[m], y,[m], . .., yz[m], H represents the effective MIMO
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communication channel 274, x represents the spatial streams
x,[m], x,[m], . . . x{[m], and z represents the additive noise
z,[m], z,[m], . . . , Zz[m] (the time index m has been omitted
for notational convenience). In most cases, the model may
assume L<S, S<T, and S=<R. For super-position coding, how-
ever, it may be assumed that [.>S.

Equation 1 can be rewritten as:

L (Equation 2)
y= Hx+z:ZH;x; +2z,
i=1

where

By higs o hus X1

hori Pz - Mas X2
A . =l

hrii bBrR2;i - hRsi XSy

in which x, represents the spatial streams corresponding to the
i-thlayer, S, is the number of spatial streams corresponding to
the i-th layer, and H, is a matrix representing the effective
MIMO communication channel for the spatial streams corre-
sponding to the i-th layer.

FIG. 5 is a block diagram of an example successive inter-
ference cancellation receiver 300 that can be used in a MIMO
communication system having multiple channel encoders,
such as a system that can be represented by a model such as
the model of FIG. 4. The receiver 300 has a structure similar
to the receiver of FIG. 2, and may include the interference
cancellers 158 described with reference to FIGS. 2 and 3. It
will be understood, however, that the receiver 300 may utilize
an interference canceller different than the interference can-
celer 158.

The MIMO receiver 300 includes L layer receivers 304 and
L-1 interference cancellers 158. As will be described in more
detail below, each receiver 304 corresponds to a respective
one of the L layers. Each receiver is a MIMO maximum
likelihood (ML) receiver, and each receiver 304 includes a
MIMO ML demodulator. The MIMO ML demodulator gen-
erally uses the R signals y,[m], y,[m], . . ., yz[m] G.e.,
receiver 304a), or the R output signals of an interference
canceller 158 (i.e., receivers 3045, 304¢, 3044d), to generate
log likelihood ratio (LLR) values corresponding to the one or
more spatial streams that correspond to the layer to which the
receiver 304 corresponds. The outputs of the interference
cancellers 158 are sometimes referred to herein as modified
receive signals. As will be described in more detail below, the
MIMO ML demodulator may comprise a soft bit-metric cal-
culator in some embodiments. In other embodiments, the
MIMO ML demodulator may comprise a pre-processing
block (e.g., for space-time codes) and/or a MIMO equalizer.

The first layer receiver 3044 processes the R signals y, [m],
y,[m], . . ., yx[m] to demodulate and decode the first layer
signal. The first layer interference canceller 158a then re-
encodes and re-modulates the output of the receiver 304a to
estimate the components of y,[m], y,[m], .. ., yg[m] due to
the first layer information. Then, the interference canceller
158a subtracts the estimated components due to the first layer
from y,[m], y,[m], . . ., ygx[m]. Thus, the interference can-
celler 158a attempts to subtract out the interference of the first
layer with respect to layers 2 through L.
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The second layer receiver 3045 processes the R signals
output from the first interference canceller 158a to demodu-
late and decode the second layer signal. The second layer
interference canceller 1585 then re-encodes and re-modulates
the output of the receiver 3045 to estimate the components of
vy [m], ', [m], ..., y'z[m] due to the second layer informa-
tion, where y', [m], y'5,[m], . . . , y'x[m] are the output of the
interference canceller 158a. Then, the interference canceller
1584 subtracts the estimated components due to the second
layer from the output of the first interference canceller 158a.
Thus, the interference canceller 1585 attempts to subtract out
the interference of the second layer with respect to layers 3
through L. The same technique continues until the L-th layer
receiver 3044 processes the R signals output from the (L-1)-
th interference canceller 158¢ to demodulate and decode the
L-th layer signal.

FIG. 6 is a block diagram of an example layer receiver 304
and layer interference canceller 158 pair for an n-th layer.
Both the receiver 304 and the interference canceller 158
receive R signals, either y,[m], y,[m], . .., yz[m] (i.e., the R
receive signals if n=1) or y',[m], y',[m], . . ., y'z[m] (i.e., the
R output signals of the previous interference canceller ifn>1).
The receiver 304 includes a MIMO ML demodulator 308.
The MIMO ML demodulator 308 receives the R input signals
and generates LLR values for each of the S, spatial streams
corresponding to the n-th layer.

A de-mapper unit 312 receives the S,, output signals from
the MIMO ML demodulator 308 and generates a single signal
corresponding to the n-th layer. Generally, the de-mapper unit
312 undoes a known mapping function that maps a layer
signal to S,, spatial streams performed at a transmitter. The
output of the de-mapper unit 312 is a stream of LLR values.

The receiver 304 also includes a deinterleaver 316 and a
decoder 320. The deinterleaver 316 reverses a known bit
interleaving process performed at the channel encoder for the
n-th layer. The decoder 320 generally uses the LLR values to
decode the signal into a bit stream corresponding to the n-th
layer.

The R signals received by the n-th receiver 304 can be
expressed as:

(Equation 3)

where y,, is the set of signals received by the receiver 304
corresponding to the n-th layer, and %, is the estimate of the
spatial streams corresponding to the i-th layer generated by
the interference canceller 158 corresponding to the i-th layer.

Assuming that X,=x,, then Equation 3 can be rewritten as:

L (Equation 4)
Yn = Z Hixi +z,
Equation 4 can be rewritten as:
(Equation 5)

L
Y= Hax, + Y Hixi +2,

i=n+1

Thus, for the LLR calculations of bits corresponding to the
spatial streams in layer n, the signals from layers 1 to n—-1 may
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be assumed to be removed and the signals from layers n+1 to
L. may be considered as interference. Thus, MIMO ML
demodulation in the presence of interference can be utilized
in one or more of the receivers 304.

It the n-th layer has only one spatial stream, then a receiver
such as the example receiver 350 of FIG. 7 may be utilized as
the receiver 304 of FIG. 6. Similarly, the receiver 304 of FIG.
6 may be configured to operate as the receiver 350, for
example. The receiver 350 generally processes the R receive
signals, either y,[m], y,[m], . . ., yg[m] (i.e., the R receive
signals ifn=1)ory',[m],y',[m], ..., y'z[m] (i.e., the R output
signals of the previous interference canceller if n>1) and
obtains an estimate of the originally transmitted information.
The receiver 350 includes a soft bit metric calculator 354, the
de-interleaver 316, and hard-decision decoder 320. Each of
these components may correspond to a channel encoder com-
ponent at a transmitter and may effectively undo the operation
performed by the corresponding transmitter component.
Referring now to FIGS. 4 and 7, for example, soft bit metric
calculator 354 may correspond to modulator 266 that can
demodulate/de-map receive signals according to the same
modulation scheme as that used by the modulator 266. De-
interleaver 316 may correspond to interleaver 262 and may
return the symbol order of the received data into its original
order, e.g., the order expected by the decoder 320. The
decoder 320 may be a soft-decoder that corresponds to
encoder 220, and may perform decoding based on the same
error correcting code (e.g., convolutional code) as encoder
258. Thus, the decoder 320 may produce an estimate of the
information bits for the n-th layer.

Referring again to the soft bit metric calculator 354 of FIG.
7 in more detail, the soft bit metric calculator 354 may cal-
culate soft information for each bit of information contained
within the intended signal. The soft information may be in the
form of a log-likelihood ratio (LLR) for each received bit of
intended information. Alternatively, the soft information can
be proportional to an LLR. The soft bit metric calculator 354
may, for example, calculate an LLR according to:

Prib;=01y)

| (Equation 6)
Prbi =110

LLR(b; | yi) =

where b, is the transmitted bit of the intended information
contained within y, for which the LLR is being calculated.
The soft bit metric calculator 354 can obtain a reliable log-
likelihood ratio based on Equation 6 by using accurate esti-
mates of the channel information for the intended channel and
any interference channels, as well as modulation information
for these channels.

To compute the channel information estimate, the receiver
300 (FIG. 5) may, for example, include computational logic
(not shown) that is configured to estimate the interference
channel gain for each receive antenna and each interfering
source. The computational logic may also be configured to
compute the intended channel gain for each receive antenna.
The computational logic can compute these channel informa-
tion estimates by analyzing the characteristics of pilot pat-
terns received from one or more transmitters, for example.
From the analysis of various pilot patterns, the computational
logic can produce an estimate of the interference and/or
intended channel gain, for example. The receiver 300 may
compute the channel information estimates at any suitable
time during operation, such as at power-up, when initially
connected to a transmitter, periodically, whenever the pilot
sequence is transmitted, etc.
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The receiver 300 (FIG. 5) may also include a control infor-
mation decoder (not shown) to compute the modulation infor-
mation for an intended source and any interference sources.
For example, in a WiMAX system, the receiver 300 may
include a downlink map (DL-MAP) decoder that decodes a
DL-MAP message received from each base station. From the
DL-MAP message, the receiver 300 can retrieve the modula-
tion information. Since a DL.-M AP message or other control
message may be heavily encoded and may be transmitted
using frequency reuse, the receiver may be able to accurately
decode the control information from the interfering source
even if noise and/or interference prevents receiver 300 from
accurately decoding regular data from the interfering source.

Referring again to FIG. 7, the soft bit metric calculator 354
may compute the expected receive signal vector based on
substantially all ofthe signals that can affect the receive signal
vector. For example, referring briefly again to FIG. 4, if an
interfering source operates with a 4-QAM scheme, the soft bit
metric calculator 354 can compute bit metric information
with the knowledge that the interference from this interfering
source takes on only four possible values (e.g., magnitude of
one with four different phases).

The soft bit metric calculator 354 may assume that the
noise, z, can be modeled as additive noise (e.g., white Gaus-
sian noise), and can be configured to compute the log-likeli-
hood ratio for bit b, of the intended information according to:

J 2 (Equation 7)
Vi = D B %
=

2
oy

LLR; = 1o exp| —

2.

(1) .
xleXLl‘_,...,xjeXJ

In Equation 7, X, is the set of symbols that have a bit value
ofj at bit position b, and o, is the power of the noise. Here, the
expression

J
Z g, j%j = Hiexg
=

in both logarithm computations produces an accurate esti-
mate of the expected receive signal vector for each possible
transmit vector. This expression is a function of the channel
information for each interfering layer and a transmit signal
for each interfering layer. Therefore, the expression uses both
the channel information estimate (to obtain each h; ;) and the
modulation information.

It should be understood that Equation 7, and any of the
other LLR equations provided below are merely illustrative,
and that other LLR equations may be computed by the soft bit
metric calculator 354. For example, the soft bit metric calcu-
lator 354 can operate using a different equation that is based
on a distance between a receive signal vector and one or more
expected receive signal vectors. This distance calculation
may sometimes be referred to as a “distance metric.” The soft
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bit metric calculator 354 can operate using any suitable dis-
tance metric, including but not limited to the distance metric
of Equation 7.

Instead of computing Equation 7, in some embodiments,
an approximation can be implemented to simplify the com-
plexity of the hardware (e.g., logic) or software. For example,
a conventional implementation of the soft bit metric calcula-
tor 354 may employ an approximation for computing loga-
rithms, and can instead calculate.

2 (Equation 8)
LLR; sppror = } -

]

Note that Equation 8, unlike Equation 7, advantageously
does not include potentially resource-intensive exponential
or logarithm computations. Moreover, Equation 8 ultimately
uses only two possible values of the transmit signal vector (a
first value with b,=0 in the first signal component and a second
value with b,=1 in the second signal component) to compute
the approximate LLR, and not all of the possible values of the
transmit signal vector.

The computations of Equation 7 and Equation 8 can be
further simplified by altering the squared Euclidean distance
calculation. Thatis, rather than computing the distance metric
(“DM),

J
Vi — Z hk;,jxj
J=1

1 .
= min
ay xleX{}l)‘_,...,xjeXJ

J
Vi~ Z P, jX
J=1

min
XlEXi?l)‘_,...,XjEX‘/

DM=|y,—Hyx; )P (Equation 9)

in Equation 7 and/or Equation 8, the squared distance com-
putation may be altered in a way that does not change the
result of the computation. For example, the soft bit metric
calculator 354 may compute the distance metric,

DM=||U, %= Uy Hiyl (Equation 10)

in place of the squared Euclidean distances shown in Equa-
tions 7 and 8. Here, U, * is the inverse of a unitary matrix, U,.
Because the multiplication is performed using a unitary
matrix, this multiplication does not affect the magnitude of
each component, and therefore also does not affect the
squared Fuclidean distance.

In some embodiments, the unitary matrix may be Q,,
which is the unitary matrix that results from the QR decom-
position of the channel matrix. In particular, the channel
matrix may be decomposed as follows:

H,=0,R; (Equation 11)

where Q, is an RxJ unitary matrix and R, is a JxJ upper
triangular matrix, where J is equal to

n—
S -

i

s;:Zs;

i=n

for the n-th layer receiver or L-n+1 when each layer has only
one stream. By preprocessing the channel matrix using Q,*
(e.g., using a preprocessor implemented on receiver 300
(FIG. 5) that is not shown), the Euclidean distance metric may
be reduced to

DM=|Q; *y=Ril” (Equation 12)

10

15

30

40

45

50

55

60

65

12

for the different possible transmit signal vectors. The critical
pathin the computation of the Euclidean distance metric is the
multiplication of a matrix by the transmit signal vector, since
this multiplication can occur for up to every possible value of
the transmit signal vector. Therefore, by altering the Euclid-
ean distance metric such that the transmit signal vector is
multiplied by an upper triangular matrix instead of a full
matrix, the computational complexity of the Euclidean dis-
tance metric may be decreased substantially. It should be
understood that the use of Q, as the unitary matrix is merely
illustrative, and other suitable unitary matrices may be
selected instead.

In general, QR factorization can be applied at the begin-
ning of each layer. The received signal and the channel matrix
forlayer 1 can be preprocessed by the Q matrix of the channel
matrix. In other words, the modified received signal is gen-
erated by multiplying Q* with the received signal, and the
modified channel matrix is generated by multiplying Q* with
the channel matrix, which is equivalent to the R matrix. Then
this modified received signal and the modified channel matrix
may be used by the receiver for layer 1 block 304a and
interference cancellation for layer 1 block 158« in FIG. 5.
Next, the output of the interference cancellation for layer 1
block 158a can be similarly preprocessed before it is supplied
to the receiver for layer 2 block 3045 and the interference
cancellation for layer 2 block 1585. In particular, QR factor-
ization can be applied to the modified channel matrix at layer
1, and the resulting Q matrix can be used to preprocess the
signals before they are applied to the next layer. Similarly, at
each stage, QR factorization can be performed, and the inter-
ference-cancelled received signal and the channel matrix can
be preprocessed. By doing this QR-based preprocessing, the
dimension of the received signal and the channel matrix can
be reduced further and further at each layer, resulting in
increasingly lower computational complexity at each layer.

In some operating scenarios, the strength of interfering
signals may be strong compared to that of the intended signal
on only a subset of the receive antennas. That is, the signal-
to-interference plus noise ratio (SINR) may be different for
different receive antennas such that some of the antennas are
strongly affected by interfering signals while others are not. A
receiver can be configured to compute soft information using
only those receive antennas having a SINR with at least a
predetermined value (e.g., 2 dB, 5 dB, etc.). For example, ifa
receiver has three receive antennas and only one antenna has
an associated SINR that is high, it may be possible to accu-
rately estimate the intended information using only the signal
received on the one antenna. The signals receive on the other
two receive antennas with low SINR may be ignored, thereby
decreasing the amount and/or complexity of the computa-
tions necessary to obtain soft information for the intended
information. More particularly, the receiver 350 may com-
pute Equation 7 or Equation 8 to obtain soft information, but
can compute these equations using fewer than the R compo-
nents of the receive and channel vectors. As described in
greater detail below, a receiver 350 may adaptively determine
a subset of the receive dimensions (e.g., receive antennas) to
use when decoding a receive signal vector.

In some operating scenarios, an interfering source may not
have a strong effect compared to the intended source and/or
other interfering sources. Therefore, the interfering signals
with reduced effect may be ignored in calculating the log-
likelihood equations of Equation 7 and/or Equation 8. In
particular, when computing Equation 7 and/or Equation 8, the
receiver 350 may compute fewer total Euclidean distance
metrics, because of the decrease in number of total possible
transmit signal vectors. Also, the number of computations in
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each Fuclidean distance metric may be decreased, since J is
decreased. Therefore, by adaptively decreasing the number of
interfering signals, the complexity of computing soft infor-
mation can be reduced.

In some embodiments, rather than completely ignoring
interfering signals when they are adaptively determined to not
have a strong eftect, these interference signals may instead be
modeled as background noise. For example, the receiver 350
can model the interference signal as additive noise, such as
white Gaussian noise, and can compute Equation 7 and/or
Equation 8 by including the power of the interfering signal
with o,?, the power of the background noise. This way, the
complexity of computing soft information can be decreased
without completely ignoring the presence of an interfering
source.

Further details regarding the above-discussed techniques
for implementing the receiver 350, and other techniques that
can be used to implement the receiver 350, are disclosed in
U.S. patent application Ser. No. 12/171,790, entitled “Co-
Channel Interference Cancellation with Multiple Receive
Antennas for BICM,” filed on Jul. 11, 2008, which is hereby
incorporated by reference herein in its entirety.

Referring again to FIG. 6, the receiver 304 alternatively can
be implemented using other suitable techniques as well. For
example when the n-th layer has more one or more spatial
streams, techniques disclosed in U.S. patent application Ser.
No. 12/207,350, entitled “MIMO Decoding in the Presence of
Various Interfering Sources,” filed on Sep. 9, 2008, which is
hereby incorporated by reference herein in its entirety, may be
used.

FIG. 8 is a block diagram of an example receiver 400 that
may beused as the receiver 304 in FIGS. 5 and 6. In operation,
the receiver 400 may obtain information regarding the one or
more interfering signals (i.e., including the interfering signals
from layers n+1 to L) in a wired or wireless manner. For
example, if the interfering signals include signals sent from a
different transmitter than the transmitter sending the layer n
signals, and if the receiver 400 (or the communication device
in which the receiver 400 is included) is communicatively
coupled to the other transmitter(s) via a wired or wireless
network, the receiver 400 may receive from the other trans-
mitter(s) such information as modulation schemes, MIMO
mode, etc. and, based on the received information. The
receiver 400, or another device coupled to the receiver 400,
may estimate a set of parameters to generate a channel model
discussed in more detail below.

For instance, the receiver 400 may be included in a base
station communicatively coupled to other base stations via a
wired network backbone (not shown). The multiple base sta-
tions may each support multiple mobile stations communi-
cating, for example, according to an OFDMA scheme con-
figured optionally to use the same frequency band. By using
any suitable network communication protocol, the base sta-
tions may exchange such information as modulation
schemes, MIMO mode, etc. and, based on the received infor-
mation, estimate a set of parameters to generate a channel
model. To continue with this example, the mobile stations
operating in the cells supported by the other base stations may
be significant sources of interference for the receiver 400
during receiving and decoding of the intended streams from
one or more mobile stations operating in the cell correspond-
ing to the receiver 400. Of course, if the base stations do not
switch between the transmit and receive modes in a synchro-
nized manner, the signals from the other base stations may
create additional interference for the receiver 400.

Additionally or alternatively, the receiver 400, or another
device coupled to the receiver 400, may estimate channel
information due to the interfering signals by processing
unique PN sequences corresponding to the interfering signals
and known to the receiver 400. For example, the PN
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sequences may correspond to neighboring base stations or
mobile devices communication with the neighbor base sta-
tions, and could be received from the neighbor base stations.
As yet another alternative, the receiver 400, or another device
coupled to the receiver 400, may store at least some of the
information necessary for estimating the interfering channel
as part of configuration data. Thus, when the receiver 400 is
included in a base station, the receiver 400, or another device
coupled to the receiver 400, may estimate the uplink channel
as a set of both the intended streams and the interfering
streams based on the information received via a wired back-
bone, a wireless network, etc.

On the other hand, when the receiver 400 is included in a
mobile station, the receiver 400, or another device coupled to
the receiver 400, may estimate the downlink channel, includ-
ing both the parameters related to the intended streams and to
the interfering streams, based on wireless signals only. As one
example, a mobile station operating in a WiMAX network
may estimate the portion of the channel related to the inter-
fering sources from a Downlink Map (DL-MAP) message
broadcast by the adjacent base stations using the same carrier
frequency as the frequency on which the mobile station
receives the one or more intended streams. As is known, the
DL-MAP message specifies the allocation of resources (i.e.,
carrier frequencies, timeslots, etc.) in the OFDMA scheme.
Thus, by processing DL-MAP messages from one or several
adjacent base stations in addition to the base station with
which the mobile station is currently communicating, the
mobile station can obtain a set of parameters that may be used
for constructing the channel model discussed below. Further,
a mobile station may obtain these or additional channel
parameters from the periodic broadcasts of PN sequences,
similarly to processing of PN sequences at a base station
discussed above.

The receiver 400 may decode the received signals in accor-
dance with the model discussed above. In particular, in order
to separate the intended signals from the interference signals,
the receiver 400 may pre-process the input signals using a
pre-processor 404, such as a pre-processor for space-time
code, optionally equalize the received signals in a MIMO
equalizer 408, and demodulate the received signals in a
demodulator 412.

If non-space-time-encoded signals are utilized, the pre-
processor 404 may be omitted, or the receiver 400 may bypass
the pre-processor 404. In general, the MIMO equalization
module 408 may implement any suitable MIMO equalization
techniques, including those currently known in the art. For
example, the MIMO equalization module 408 may operate as
a zero-forcing (ZF) linear equalizer (LE), a minimum mean
square error liner equalizer (MMSE LE), a ZF decision feed-
back equalizer (DFE), an MMSE DFE, etc. A more specific
example will be described for explanatory purposes in which
the number of receive antennas is two, the number of spatial
streams in layer n is two, and the number of spatial streams in
layers n+1 to L is two. Accordingly, in this specific example,
the input to the receiver 400 can be expressed as:

Xy (Equation 13)

X2 21
+
X3 22

x4

hia his
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the receiver 400 may work with an equalized model

F=Hx+£ (Equation 14)
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X1 (Equation 15)
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It is apparent that the equalized channel matrix F forces x,
and x; to zero when calculating ¥, and ¥,, respectively,
thereby canceling the mutual impact of the intended streams.

To continue with this example, the demodulator 412 may
next estimate each received symbol by using the log-likeli-
hood ratio (LLR) approach. In operation, the demodulator
412 may calculate the LLR value for the i-th symbol in the
first intended stream x, by applying the formula

s 7 2 Equation 16)
Tt X (Equa
LLR, ;= lo exp[ibj1 ;ow'l | ] _

az

xex{l !
L. 2
lo ex |y1 —th,1X|
E 0 D = 5
xeXLI)

where flrow’r is r-th row of H and X., P is a set of vectors of

signal constellation points whose value in the I-th symbol
position of the s-th element is equal to b, and where a is
variance of the noise.

In another embodiment or when operating in a different
mode, the receiver 400 may directly proceed to calculating
LLR values in the demodulator 412 without performing
MIMO equalization in the module 408 if the incoming data is
non-space-time encoded. In other words, the receiver 400
may not generate an equivalent model and may instead use the
more computationally complicated model y=Hx+z to calcu-
late maximum-likelihood (ML) LLR values:

LLR,; = (Equation 17)

1 g[ 2 (IIy—HxIIZ]
o expl —5—
U—Z

(1)
xeXSJ

lg[z (IIy—HxIIZ]
—lo, expl ——— ||
U—Z

©)
xe Xx,l

When calculating LLR values without a prior MIMO
equalization, the demodulator 412 or another component of
the receiver 400 may also simplify the computation based on
max-log-map approximation. As another alternative, the
receiver 400 may reduce the complexity of equalization-free
LLR computation by decomposing the matrix H into an
orthogonal and a triangular matrix (e.g., by performing the
known technique of QR decomposition). If a certain embodi-
ment of the receiver 400 relies on QR decomposition, the
demodulator 412 may work with Q*y and R rather than with
y and H, where * denotes a complex conjugate.

In another embodiment, linear filtering on the received
signal or the modified received signal may be performed to
reduce the dimension of the received signal (or modified
received signal) to less than R, but equal to or larger than S.
Then, techniques such as described above can be performed
on the reduced dimension signals, i.e., as if the number of
antennas is reduced.

Further details regarding the above-discussed techniques
for implementing the receiver 400, and other techniques that
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can be used to implement the receiver 400, are disclosed in
U.S. patent application Ser. No. 12/207,350.

Referring again to FIG. 4, all of the channel encoders 254
may be included in a single transmitter (e.g., a base station),
or the channel encoders 254 may be distributed amongst
multiple transmitters (e.g., as in the uplink of a cellular sys-
tem). In either situation, a single successive interference can-
cellation receiver such as in FIG. 5 may be utilized to decode
all L layers.

Similarly, subsets of the L. layers may be intended for
different receivers. In this situation, each receiver may be
similar to the successive interference cancellation receiver of
FIG. 5, but omit processing for at least some layers that are not
intended for the receiver.

Also, the order in which the layers are processed by the
successive interference cancellation receiver may be ordered
to improve performance, for example, and any suitable order-
ing scheme may be utilized. For instance, the ordering may be
based on the SINR of the signals of the different layers. For
instance, the first layer may be selected as the layer having the
best SINR, the second layer may be selected as the layer
having the second best SINR, etc. As another example, the
first layer may be selected as the layer having the best SINR.
Then, SINR for the remaining layers may be recalculated
after interference due to the first layer has been subtracted out.
Then, the second layer may be selected as the layer having the
best recalculated SINR, and so on.

At least some of the various blocks, operations, and tech-
niques described above may be implemented in hardware,
firmware, software, or any combination of hardware, firm-
ware, and/or software. When implemented in software or
firmware, the software or firmware may be stored in any
computer readable memory such as on a magnetic disk, an
optical disk, or other storage medium, in a RAM or ROM or
flash memory, processor, hard disk drive, optical disk drive,
tape drive, etc. Likewise, the software or firmware may be
delivered to a user or a system via any known or desired
delivery method including, for example, on a computer read-
able disk or other transportable computer storage mechanism
or via communication media. Communication media typi-
cally embodies computer readable instructions, data struc-
tures, program modules or other data in a modulated data
signal such as a carrier wave or other transport mechanism.
The term “modulated data signal” means a signal that has one
or more of its characteristics set or changed in such a manner
as to encode information in the signal. By way of example,
and not limitation, communication media includes wired
media such as a wired network or direct-wired connection,
and wireless media such as acoustic, radio frequency, infrared
and other wireless media. Thus, the software or firmware may
be delivered to a user or a system via a communication chan-
nel such as a telephone line, a DSL line, a cable television
line, a fiber optics line, a wireless communication channel,
the Internet, etc. (which are viewed as being the same as or
interchangeable with providing such software via a transport-
able storage medium). The software or firmware may include
machine readable instructions that are capable of causing one
or more processors to perform various acts.

Although the forgoing text sets forth a detailed description
of numerous different embodiments, it should be understood
that the scope of the patent is defined by the words of the
claims set forth at the end of this patent. The detailed descrip-
tion is to be construed as exemplary only and does not
describe every possible embodiment because describing
every possible embodiment would be impractical, if not
impossible. Numerous alternative embodiments could be
implemented, using either current technology or technology
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developed after the filing date of this disclosure, which would
still fall within the scope of the claims.

What is claimed is:

1. A method, comprising:

processing, at a communication device, a plurality of

received signals to decode information corresponding to
a first information stream transmitted via i) at least one
first spatial stream, and ii) a multiple input multiple
output (MIMO) communication channel;

generating, at the communication device, a plurality of

modified received signals corresponding to the first
information stream using i) the decoded information and
i1) the plurality of received signals;

generating, at the communication device, bit metric values

for a second information stream in the plurality of
received signals using 1) MIMO maximum likelihood
(ML) demodulation, ii) the plurality of modified
received signals, and iii) channel and modulation infor-
mation for interfering signals, wherein the second infor-
mation stream is transmitted via at least one second
spatial stream and wherein the at least one second spatial
stream was modulated separately from the at least one
first spatial stream; and

decoding, at the communication device, information cor-

responding to the second information stream using the
generated bit metric values.

2. The method of claim 1, wherein generating the bit metric
values for the second information stream comprises generat-
ing bit metric values corresponding to only one spatial
stream.

3. The method of claim 1, wherein generating the bit metric
values for the second information stream comprises generat-
ing bit metric values corresponding to a plurality of spatial
streams.

4. The method of claim 3, further comprising de-mapping
the plurality of spatial streams to a single stream of bit metric
values prior to decoding.

5. The method of claim 1, further comprising de-interleav-
ing the bit metric values prior to decoding.

6. The method of claim 1, further comprising pre-process-
ing the plurality of modified received signals for space-time
coding.

7. The method of claim 1, further comprising:

performing, at the communication device, a first matrix

decomposition on a channel matrix;

preprocessing, at the communication device, the plurality

ofreceived signals with information from the first matrix
decomposition;

preprocessing, at the communication device, the channel

matrix with information from the first matrix decompo-

sition to generate a first modified channel matrix;

wherein the plurality of modified received signals are gen-

erated using the first modified channel matrix;

wherein the method further comprises:

performing, at the communication device, a second
matrix decomposition on the first modified channel
matrix,

preprocessing, at the communication device, the plural-
ity of modified received signals with information
from the second matrix decomposition, and

processing, at the communication device, the first modi-
fied channel matrix with information from the second
matrix decomposition to generate a second modified
channel matrix;

wherein the MIMO ML demodulation uses the second

modified channel matrix.
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8. The method of claim 1, further comprising equalizing
the plurality of modified received signals using a MIMO
equalizer.

9. The method of claim 1, wherein the bit metric values are
log likelihood ratios.

10. An apparatus, comprising:

a receiver device having one or more integrated circuits

configured to:
demodulate and decode a plurality of received signals to
decode information corresponding to a first informa-
tion stream transmitted via 1) at least one first spatial
stream, and ii) a multiple input multiple output
(MIMO) communication channel,
cancel interference due to the first information stream
from the plurality of received signals to generate a
plurality of modified received signals,
demodulate and decode the plurality of modified
received signals to decode information corresponding
to a second information stream, wherein the second
information stream is transmitted via at least one sec-
ond spatial stream, wherein the at least one second
spatial stream was modulated separately from the at
least one first spatial stream, including:
generating bit metric values for the second informa-
tion stream using 1) MIMO maximum likelihood
(ML) demodulation, ii) the plurality of modified
received signals, and iii) channel and modulation
information for interfering signals, and
decoding information corresponding to the second
information stream using the generated bit metric
values.

11. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to pre-process the plurality
of modified received signals for space-time coding.

12. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to perform MIMO equal-
ization on the plurality of modified received signals.

13. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to de-map a plurality of
spatial streams to a single stream of bit metric values prior to
decoding.

14. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to deinterleave the bit met-
ric values.

15. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to:

generate bit metric values for the first information stream

using 1) MIMO ML demodulation, ii) the plurality of
received signals, and iii) channel and modulation infor-
mation for interfering signals; and

decoding information corresponding to the first informa-

tion stream using the generated bit metric values for the
first information stream.

16. The apparatus of claim 10, wherein the bit metric
values are log likelihood ratios.

17. The apparatus of claim 10, wherein the one or more
integrated circuits are configured to:

perform a first matrix decomposition on a channel matrix;

preprocess the plurality of received signals with informa-

tion from the first matrix decomposition;

preprocess the channel matrix with information from the

first matrix decomposition to generate a first modified
channel matrix;

use the first modified channel matrix to generate the plu-

rality of modified received signals;

perform a second matrix decomposition on the first modi-

fied channel matrix;
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preprocess the plurality of modified received signals with
information from the second matrix decomposition;

process the first modified channel matrix with information
from the second matrix decomposition to generate a
second modified channel matrix; and

generate bit metric values for the second information
stream using the second modified channel matrix.

18. A successive interference cancellation receiver for
receiving a plurality of information streams transmitted via a
multiple input multiple output (MIMO) communication
channel, the successive interference cancellation receiver
comprising:

a plurality of receivers, each receiver configured to
demodulate and decode a respective plurality of input
signals to obtain data corresponding to a respective one
of the plurality of

information streams, wherein each information stream in
the plurality of information streams is transmitted via at
least one respective spatial stream, and wherein each
spatial stream was modulated separately from each other
spatial stream;

at least one interference canceller, each interference can-
celler to receive an output from a respective one of the
plurality of receivers and to cancel interference from the
plurality of input signals to the respective one of the
plurality of receivers, the interference due to arespective
one of the plurality of information streams;

wherein at least one of the plurality of receivers comprises:

a MIMO maximum likelihood (ML) demodulator to gen-
erate bit metric values for the respective information
stream using a plurality of signals generated from i) one
of' the interference cancellers and ii) channel and modu-
lation information for interfering signals; and

adecoder to generate the data corresponding to the respec-
tive information stream using the bit metric values.

19. The successive interference cancellation receiver of

claim 18, wherein another one of the plurality of receivers
comprises:
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a MIMO ML demodulator to generate bit metric values for
the corresponding information stream using i) a plurality
ofreceived signals and ii) channel and modulation infor-
mation for interfering signals; and

a decoder to generate the data corresponding to the respec-
tive information stream using the bit metric values.

20. The successive interference cancellation receiver of
claim 18, wherein the at least one receiver further includes a
pre-processor for space-time coding.

21. The successive interference cancellation receiver of
claim 18, wherein the at least one receiver further includes a
MIMO equalizer.

22. The successive interference cancellation receiver of
claim 18, wherein the at least one receiver further includes a
spatial stream de-mapper to de-map the bit metric values.

23. The successive interference cancellation receiver of
claim 18, wherein the at least one receiver further includes a
deinterleaver to deinterleave the bit metric values.

24. The successive interference cancellation receiver of
claim 18, wherein the plurality of receivers and the at least
one interference canceller are configured to:

perform a first matrix decomposition on a channel matrix;

preprocess a first plurality of input signals with informa-
tion from the first matrix decomposition;

preprocess the channel matrix with information from the
first matrix decomposition to generate a first modified
channel matrix;

use the first modified channel matrix to generate a second
plurality of input signals; perform a second matrix
decomposition on the first modified channel matrix;

preprocess the second plurality of input signals with infor-
mation from the second matrix decomposition;

process the first modified channel matrix with information
from the second matrix decomposition to generate a
second modified channel matrix; and

generate bit metric values for one information stream using
the second modified channel matrix.

#* #* #* #* #*



